
AuCheck “top-down” measuring instrument
optimized for fast, non-destructive and precise 
testing of jewellery samples and precious alloys

Quantum the well-known name in jewellery industry. introduced new series in precious 
measurement with latest hardware technology, intuitive software package, simplicity in operation 
at affordable cost. The complete spectrometer is controlled by external PC using standard USB 
interface. The entire operation and measurement evaluation is performed by PC using powerful 
QuanQual software package.

AuCheck is a fast, precise and non-destructive tool for accurate analysis of bulk material and layer 
thickness. The smallest, versatile, and affordable top-down precious metal XRF analyzer. Top-down 
XRF geometry positions the X-ray tube above the sample, offering superior convenience for varied, 
irregular, or large samples. The unit precisely and swiftly determines the percentage by weight (or 
karat) in a solid piece of jewellery, precision coins or any other piece of noble metal making use of 
XRF assay technique. It successfully determines the elemental composition of all gold alloys, 
platinum group metals, silver and dental alloys. The analysis of bulk material and layers is non-
contact, non-destructive method without any requirement of sample preparation.



AuCheck is a registered trademark of Quantum Equipment Co. Pvt. Ltd., Mumbai - India
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CE design approval, radiation safety, DIN ISO 23345 & 3497 and ASTM B 568 approvals for standard 
XRF measuring techniques

QuanQual special software package pre-calibrated for major precious metals and alloys with help 
driven menu and customized report generation formats

Dual 0.5 & 1.5mm

20 kgs

350 x 450 x 350mm

AuCheck 

Jewellery showrooms, 
refineries, assay
offices, hallmarking
centres, bullion
traders, pawn shops etc.
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